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WIRELESS
CONTROL

Suitable
for all

dimmable
luminaires.

CTRL
DELTA

R
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MIDISPY CLIP

MIDISPY JAC

 50 x 40

REQUIREMENTS
MIDISPY TUBE   414 03 00 B / FBR / FG / MMAT / SG / W
LED POWER SUPPLY 350-500mA-DC / DIM   

OPTIONS
MOUNTING KIT FLUSH SPY  414 90 01

REQUIREMENTS
JACKPOINT
or
JACKPOINT TRIMLESS
MIDISPY TUBE   414 03 00 B / FBR / FG / MMAT / SG / W
LED POWER SUPPLY 48V-DC

OPTIONS
SMART 48 MODULATOR DIM9  300 90 011
SMART 48 MODULATOR WIRELESS DIM  300 90 012

3000K / CRI>80 3000K / CRI>90 2700K / CRI>80 2700K / CRI>90

LED [C] 4,1W /  / 350mA
LED [C] 6W /  / 500mA

LED [T] 5,6W /  / 350mA
LED [T] 8,1W /  / 500mA

LED [C] 4,1W /  / 350mA
LED [C] 6W /  / 500mA

LED [T] 5,6W /  / 350mA
LED [T] 8,1W /  / 500mA

20° 40° 20° 40°

414 242 832 414 241 933 414 242 822 414 241 923 

 B-B / FBR-B / FG-B / W-B / W-W

    IP20 

3000K / CRI>90 2700K / CRI>90

LED 8,1W /  / 500mA

40°

JAC 241 933 MDL JAC 241 923 MDL 

 W / B

INCL.CONVERTOR 48V-DC–> 500mA-DC

    IP20  

355°0-90°

360°0-90°

35
2

74
Ø45

Ø58

74
Ø45

JACKPOINT TRIMLESS
JACKPOINT

 62 x 80 /  max.12

 102 x 80 (CONCRETE)

328 10 04

    IP20 

 16 x 60

203 10 01 

 A / B / W

    IP20 

100150

75Ø25B

B

A

A

28

9
38

Ø41

Ø41

38
9

REQUIREMENTS
MIDISPY TUBE   414 03 00 B / FBR / FG / MMAT / SG / W 
LED POWER SUPPLY 350-500mA-DC / DIM 

OPTIONS
COVERSET R  (Ø 62)  204 00 62 ANO / B / W 
COVERSET R  (Ø 90)  204 00 90 ANO / B / W
COVERSET R  (Ø100)   204 00 100 ANO / B / W

3000K / CRI>80 3000K / CRI>90 2700K / CRI>80 2700K / CRI>90

LED [C] 4,1W /  / 350mA
LED [C] 6W /  / 500mA

LED [T] 5,6W /  / 350mA
LED [T] 8,1W /  / 500mA

LED [C] 4,1W /  / 350mA
LED [C] 6W /  / 500mA

LED [T] 5,6W /  / 350mA
LED [T] 8,1W /  / 500mA

20° 40° 20° 40°

414 262 832 414 261 933 414 262 822 414 261 923 

 B / W / FBR / FG

   IP20 

MIDISPY ON

30

Ø45
74

Ø50

355°0-90°

MIDI SPY CLIP + 
MOUNTING KIT FLUSH SPYMIDI SPY CLIP
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WIRELESS
CONTROL

Suitable
for all

dimmable
luminaires.
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MIDISPY ON 1

MIDISPY ON 2

MIDISPY ON 3

REQUIREMENTS
MIDISPY TUBE   414 03 00 B / FBR / FG / MMAT / SG / W

REQUIREMENTS
2 x MIDISPY TUBE   414 03 00 B / FBR / FG / MMAT / SG / W

REQUIREMENTS
3 x MIDISPY TUBE   414 03 00 B / FBR / FG / MMAT / SG / W

3000K / CRI>90 2700K / CRI>90

LED 8,1W /  / 500mA

MAINS DIMMING (FE)

40°

414 259 1933 ED8 414 259 1923 ED8 

 B / W

220-240V / 50-60Hz

    IP20  

3000K / CRI>90 2700K / CRI>90

2 x LED 8,1W /  / 500mA

MAINS DIMMING (FE)

40°

414 259 2933 ED8 414 259 2923 ED8 

 B / W

220-240V / 50-60Hz

    IP20  

3000K / CRI>90 2700K / CRI>90

3 x LED 8,1W /  / 500mA

MAINS DIMMING (FE)

40°

414 259 3933 ED8 414 259 3923 ED8 

 B / W

220-240V / 50-60Hz

    IP20 

45

45

418

Ø4574

45

45

248

Ø4574

45

45

170

Ø4574

355°0-90°

355°0-90°

355°0-90°
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