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MESH (OPTIONAL)

CANOPY

Suspension height fixed at 42" (please
contact Juniper for custom heights

Blocking required at ceiling mounting points

*SUSPENSION & MOUNTING

Ø 6.75" canopy plate in matching finish

Black Hexagonal Mesh Diffuser available

METROPOLIS
WALL-TO-WALL LIGHTING SYSTEM *CUSTOM FIXTURE: DIMENSIONS & SPECS VARY

Aluminum, Brass, Frosted Acrylic,
(Blackened Steel Mesh)

76 lbs Approx

Satin Brass, Satin Aluminum, Polished
Aluminum, All Black

Wall-to-wall LED fixture featuring
individual uplight/downlight control.
Length and module number
dependenton site dimensions.
Please contactJuniper forguidance.

MATERIALS

*WEIGHT

FINISH OPTIONS

CATEGORY

Designed by David Meckley & Juniper

 

JPR-MTRO

4000 LM per module
2400K, 2700K, 3000K
90 CRI

Direct/Indirect lighting

Class 2, 120-277 AC input, 24VDC output
41W per module

ILLUMINATION & POWER

2-Wire/TRIAC/Forward-Phase
3-Wire/EcoSystem
0-10V

DIMMING OPTIONS
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