
OVERVIEW
REO

The Reo collection is more than one product, it is a family which 
offers a solution for many lighting demands, from residential 
to hotel, restaurant to retail and  much more. In line with this 
philosophy, Reo comes in single and double fixtures, round or 
square, orientable or fixed, in multiple  finishing colours, for both 
indoor and outdoor use. The design of these recessed conical 
spots delivers a hardly visible transition from the intense light to 
the ceiling, resulting in a halo-like effect, ideal to give the space 
an extra dimension.

MICRO REO
Being the smallest member of the family, Micro Reo excels in 
minimalism in design and excellence in performance as it offers 
a 7,1W LED solution. It comes as a standard version and as a 
luminaire with higher IP-rating that can be used in bathrooms and 
other wet areas.

MINI REO
Mini Reo offers a multitude of lighting solutions, as it combines 
multiple beam angles in both non adjustable and adjustable 
luminaires. Spot, Medium or Flood can be combined to fit the 
specific needs of the project.

REO
Similar to Mini Reo, Reo offers adjustable and non adjustable 
downlights in multiple beam angles. With an output up to 10,4W, 
Reo can easily be integrated into hospitality and residential 
projects, especially when using the Soft Dim version which 
creates a warm and cosy atmosphere when dimming down the 
luminaire. Reo comes in a round and square design. Within the 
round design one can opt for a smooth finishing of the inner cone 
or choose the ribbed version that reduces the glare thanks to its 
cascading transition form light source to ceiling. 

GRAND REO
Grand Reo ranges up to 25W and can be used when higher 
output is needed, for example in retail. It can be installed with 
or without trim and finished in different colour combinations. 
With tilting up to 20° and 350° rotation possibility, the adjustable 
version brings extra flexibility into the range.

GRAND REO XL
With an output up to 50W and the ability of 30° tilting and 350° 
rotating, Grand Reo XL is the most powerful of the Reo range, 
ideal for use in retail, showrooms or other appllications with 
double ceiling heights. 
Within this range also other LED engines are being introduced 
for specific applications where special colour correlated 
temperatures are demanded. For example art, fashion, 
bakeries, ...

www.deltalight.com/reo
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MICRO REO MINI REO REO GRAND REO GRAND REO XL
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LED
774 - 1075 lm
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1995 - 2752 lm
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4142 - 5349 lm

ROUND SQUARE
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ADJUSTABLE

EXTERIOR TRIM FIX
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INT 49OTHER CRI OR KELVIN ON REQUEST

REQUIREMENTS  INFO FOLD-OUT RIGHT / OPTIONS  INFO TECHNICAL CHAPTER / ACCESSORIES  INFO FOLD-OUT LEFT  

WIRELESS
CONTROL

Suitable
for all

dimmable
luminaires.

CTRL
DELTA

R
TECHNICAL DATA  PAG TEC 4 

3000K / CRI>90 2700K / CRI>90

LED [H] 7,1W /  / 350mA LED [H] 7,1W /  / 350mA

35°

302 22 811 932 302 22 811 922 

 B / W

    
IP20

3000K / CRI>90 2700K / CRI>90

LED [H] 7,1W /  / 350mA LED [H] 7,1W /  / 350mA

35°

302 23 811 932 302 23 811 922 

 B / W

    

3000K / CRI>80 3000K / CRI>90 2700K / CRI>80 2700K / CRI>90

LED [B] 3,3W /
 / 1050mA

LED [C] 6W /
 / 500mA

LED [D] 6,4W /
 / 350mA

LED [B] 3,3W /
 / 1050mA

LED [C] 6W /
 / 500mA

LED [D] 6,4W /
 / 350mA

10° 20° 40° 10° 20° 40°

415 112 831 415 112 832 415 111 933 415 112 821 415 112 822 415 111 923 

 B / W

    
IP20

3000K / CRI>80 3000K / CRI>90 2700K / CRI>80 2700K / CRI>90

LED [B] 3,3W /
 / 1050mA

LED [C] 6W /
 / 500mA

LED [D] 6,4W /
 / 350mA

LED [B] 3,3W /
 / 1050mA

LED [C] 6W /
 / 500mA

LED [D] 6,4W /
 / 350mA

10° 20° 40° 10° 20° 40°

415 222 831 415 222 832 415 221 933 415 222 821 415 222 822 415 221 923 

 B / W

    
IP20

85

Ø54

85

Ø54

57

Ø75

68

Ø82

MICRO REO

MICRO REO X

MINI REO

MINI REO OK

 46 x 90 /  min.5

 46 x 90 /  min.5

 67 x 60 /  min.5

 67 x 70 /  min.5

REQUIREMENTS
LED POWER SUPPLY 350mA-DC / DIM

REQUIREMENTS
LED POWER SUPPLY 350mA-DC / DIM

REQUIREMENTS
LED POWER SUPPLY 350-500-1050mA-DC / DIM

ACCESSORIES
MINI REO HONEYCOMB / MINI REO LENS / MINI REO GLASS

REQUIREMENTS
LED POWER SUPPLY 350-500-1050mA-DC / DIM

ACCESSORIES
MINI REO HONEYCOMB / MINI REO LENS / MINI REO GLASS

0-20°
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INT 53OTHER CRI OR KELVIN ON REQUEST

REQUIREMENTS  INFO FOLD-OUT RIGHT / OPTIONS  INFO TECHNICAL CHAPTER / ACCESSORIES  INFO FOLD-OUT LEFT  

WIRELESS
CONTROL

Suitable
for all

dimmable
luminaires.

CTRL
DELTA

R
TECHNICAL DATA  PAG TEC 4 

4000K / CRI>90 3000K / CRI>90 2700K / CRI>90 2700-1800K / CRI>90

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

LED [S] 9,5W
760lm / 650mA

33° 50° 33° 50° 33° 50° 40°

202 26 811 942 202 26 811 943 202 26 811 932 202 26 811 933 202 26 811 922 202 26 811 923 202 26 1902 

 B / W

    

4000K / CRI>90 3000K / CRI>90 2700K / CRI>90 2700-1800K / CRI>90

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

LED [S] 9,5W
760lm / 650mA

33° 50° 33° 50° 33° 50° 40°

202 262 811 942 202 262 811 943 202 262 811 932 202 262 811 933 202 262 811 922 202 262 811 923 202 262 1902 

 B / W

    

4000K / CRI>90 3000K / CRI>90 2700K / CRI>90 2700-1800K / CRI>90

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

LED [S] 9,5W
760lm / 650mA

33° 50° 33° 50° 33° 50° 40°

202 372 811 942 202 372 811 943 202 372 811 932 202 372 811 933 202 372 811 922 202 372 811 923 202 372 1902 

 B / W

    

4000K / CRI>90 3000K / CRI>90 2700K / CRI>90 2700-1800K / CRI>90

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

LED [S] 9,5W
760lm / 650mA

33° 50° 33° 50° 33° 50° 40°

202 37 811 942 202 37 811 943 202 37 811 932 202 37 811 933 202 37 811 922 202 37 811 923 202 37 1902 

 B / W

    

REO S1

REO S2

REO OK S1

REO OK S2

 76 x 55 /  max.22

 98 x 65 /  max.30

 76 x 55

 98 x 65

REQUIREMENTS
LED POWER SUPPLY 350-500mA-DC / DIM
LED POWER SUPPLY 650mA-DC / SOFT DIM

REQUIREMENTS
LED POWER SUPPLY 350-500mA-DC / DIM
LED POWER SUPPLY 650mA-DC / SOFT DIM

OPTIONS
PLASTERKIT 101  202 11 19

REQUIREMENTS
LED POWER SUPPLY 350-500mA-DC / DIM
LED POWER SUPPLY 650mA-DC / SOFT DIM

REQUIREMENTS
LED POWER SUPPLY 350-500mA-DC / DIM
LED POWER SUPPLY 650mA-DC / SOFT DIM

OPTIONS
PLASTERKIT 170  207 01 170

S2

S2

S1

S1

56

Ø82

3

56

Ø82

3

57

2

Ø104

350°0-30°

350°0-30°

57
2

Ø104
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REO S OK
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INT 55OTHER CRI OR KELVIN ON REQUEST

REQUIREMENTS  INFO FOLD-OUT RIGHT / OPTIONS  INFO TECHNICAL CHAPTER / ACCESSORIES  INFO FOLD-OUT LEFT  

WIRELESS
CONTROL

Suitable
for all

dimmable
luminaires.

CTRL
DELTA

R
TECHNICAL DATA  PAG TEC 4 

3000K / CRI>90 2700K / CRI>90 2700-1800K / CRI>90

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

LED [H] 7,1W /  / 350mA
LED [H] 10,4W /  / 500mA

LED [S] 9,5W / 
760lm / 650mA

33° 50° 33° 50° 40°

202 38 811 932 202 38 811 933  202 38 811 922 202 38 811 923 202 38 1902 

 W

    

3000K / CRI>90 2700K / CRI>90 2700-1800K / CRI>90

2 x LED [H] 7,1W /  / 350mA
2 x LED [H] 10,4W /  / 500mA

2 x LED [H] 7,1W /  / 350mA
2 x LED [H] 10,4W /  / 500mA

2 x LED [S] 9,5W / 
760lm / 650mA

33° 50° 33° 50° 40°

202 38 812 932 202 38 812 933 202 38 812 922 202 38 812 923 202 38 2902 

 W

    

 98 x 70 /  max.30

 190 x 98 x 70 /  max.30

REQUIREMENTS
LED POWER SUPPLY 350-500mA-DC / DIM
LED POWER SUPPLY 650mA-DC / SOFT DIM

OPTIONS
PLASTERKIT 170  207 01 170

REQUIREMENTS
LED POWER SUPPLY 350-500mA-DC / DIM
LED POWER SUPPLY 650mA-DC / SOFT DIM

REO S OK

REO 2 S OK

350°0-30°

350°0-30°

57

104 104

4

57

196 104

4
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GRAND REO TRIMLESS + GRAND REO TR TUBE B

GRAND REO OK W-B

GRAND
REO
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INT 57OTHER CRI OR KELVIN ON REQUEST

REQUIREMENTS  INFO FOLD-OUT RIGHT / OPTIONS  INFO TECHNICAL CHAPTER / ACCESSORIES  INFO FOLD-OUT LEFT  

WIRELESS
CONTROL

Suitable
for all

dimmable
luminaires.

CTRL
DELTA

R
TECHNICAL DATA  PAG TEC 4 

3000K / CRI>90 2700K / CRI>90

LED [J] 16,8W /  / 500mA
LED [J] 24,3W /  / 700mA

LED [J] 16,8W /  / 500mA
LED [J] 24,3W /  / 700mA

20° 35° 20° 35°

202 395 21 932 202 395 21 933 202 395 21 922  202 395 21 923  

    
IP20

3000K / CRI>90 2700K / CRI>90

LED [J] 16,8W /  / 500mA
LED [J] 24,3W /  / 700mA

LED [J] 16,8W /  / 500mA
LED [J] 24,3W /  / 700mA

20° 35° 20° 35°

202 391 21 932 202 391 21 933 202 391 21 922 202 391 21 923 

 B-B / W-B / W-W

    

3000K / CRI>90 2700K / CRI>90

LED [J] 16,8W /  / 500mA
LED [J] 24,3W /  / 700mA

LED [J] 16,8W /  / 500mA
LED [J] 24,3W /  / 700mA

20° 35° 20° 35°

202 393 21 932 202 393 21 933 202 393 21 922 202 393 21 923 

 B-B / W-B / W-W

    

 ØKIT x 130

 102 x 120 /  max.22

 121 x 132 /  max.22

REQUIREMENTS
MOUNTING KIT GRAND REO TRIMLESS  202 39 60
GRAND REO TR TUBE  202 03 00  B / W
LED POWER SUPPLY 500-700mA-DC / DIM

ACCESSORIES
HONEYCOMB / LENS / GLASS 78

REQUIREMENTS
LED POWER SUPPLY 500-700mA-DC / DIM

OPTIONS
PLASTERKIT 193  207 01 193
ACCESSORIES
HONEYCOMB / LENS / GLASS 78

REQUIREMENTS
LED POWER SUPPLY 500-700mA-DC / DIM

ACCESSORIES
HONEYCOMB / LENS / GLASS 78

GRAND REO TRIMLESS

GRAND REO 

GRAND REO OK

110

Ø102

110

Ø120

120

Ø132

350°0-20°
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APPLICATION

GOLD BAKERIES, YELLOW/RED  JEWELRY

FRESH MEAT MARBLED MEAT (MEAT WITH SOME FAT), CHARCUTERIE, YELLOW CHEESE, WHITE CHEESE

MEAT RED MEAT

ART FRUITS AND VEGETABLES, ART GALLERIES, TOY STORES, CAR DEALERS

FASHION
CLOTHES, FABRICS, CARPETS, FLOOR TILES, COATINGS, 
WHITE- GOLD/SILVER JEWELRY, SPECTACLES STORE 0

0.1

0 0.1 0.2 0.3 0.4 0.5 0.6 0.7 0.8

0.2

0.3

0.4

0.5

0.6

0.7

0.9

X

0.8

Y

Planckian Curve

Fresh Meat
Meat+

Gold+
2,400 K

FASHION
ART

GRAND
REO XL

The visual perception of an object is influenced by both the colour reflectance of
the object and the light that illuminates the object. 
Delta Light® already offers high CRI (Colour Rendering Index) solutions to get a true 
colour representation, but CRI only applies for light sources with an emission spectra 
on or close to the Planckian curve (Black Body Locus).  In some particular applications, 
objects are more truly perceived with light sources moving away from this curve, 
as shown in the figure. To give your art, clothing, meat or cheese a vivid look, take a look 
in the table and choose the appropriate Grand Reo XL solution from the table below.



INTERIOR
CEILING RECESSED

INT 59OTHER CRI OR KELVIN ON REQUEST

REQUIREMENTS  INFO FOLD-OUT RIGHT / OPTIONS  INFO TECHNICAL CHAPTER / ACCESSORIES  INFO FOLD-OUT LEFT  

WIRELESS
CONTROL

Suitable
for all

dimmable
luminaires.

CTRL
DELTA

R
TECHNICAL DATA  PAG TEC 4 

GOLD FRESH MEAT MEAT ART FASHION

2700K - - 3000K 3000K / CRI>90
24,1W / 1999lm / 700mA2

37,8W / 2856lm / 1050mA3
24,1W / 1824lm / 700mA2

37,8W / 2606lm / 1050mA3
24,1W / 1940lm / 700mA2

37,8W / 2771lm / 1050mA3
24,1W / 2722lm / 700mA2

37,8W / 3889lm / 1050mA3
24,1W / 2848lm / 700mA2

37,8W / 4069lm / 1050mA3

202 396 41 202 396 42 202 396 43 202 396 44 202 396 45 

 W-B

    

3000K / CRI>90
LED [K] 37,2W /  / 1050mA
LED [K] 43,1W /  / 1200mA1

LED [K] 51,1W /  / 1400mA1

202 396 301 93 

 W-B

    

 156 x 165 /  max.22

 156 x 165 /  max.22

REQUIREMENTS
REFLECTOR 111 / H70 SP12°  414 96 12
REFLECTOR 111 / H70 FL24°  414 96 24
REFLECTOR 111 / H70 WFL40°  414 96 40
LED POWER SUPPLY 700-1050mA-DC (SEE BELOW)

REQUIREMENTS
REFLECTOR 111 / H67 SP14°  414 97 14
REFLECTOR 111 / H67 FL28°  414 97 28
REFLECTOR 111 / H67 WFL40°  414 97 40
LED POWER SUPPLY 1050-1200-1400mA-DC (SEE FOLD-OUT RIGHT)

ACCESSORIES
HONEYCOMB 111 / LENS 111

GRAND REO XL OK

2 RECESSED VOLUME 240 x 240 x 165
3 RECESSED VOLUME 450 x 450 x 165

1 RECESSED VOLUME 370 x 370 x 165

163

Ø115

Ø168

163

Ø115

Ø168

350°0-30°

350°0-20°

DIM4: DIMMING BY DALI / PUSH BUTTON / DSILED POWER SUPPLY
700mA-DC / 30W 700mA-DC / 35W DIM4 1050mA-DC / 47W 1050mA-DC / 45W DIM4

300 90 138 300 90 139 300 90 141 300 90 140

 165 x 43 x 30  220 x 85 x 31  190 x 43 x 30  210 x 43 x 30

 Ø53  Ø89  Ø53  Ø53

120-240V / 50-60Hz 220-240V / 50-60Hz 220-240V / 50-60Hz 220-240V / 50-60Hz

 IP20
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