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luminaires.
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10°

360

308

580

Ø1160

580

Ø1160

SUPERDOME RECESSED

SUPERDOME E27 RECESSED

 KIT x 350 

 KIT x 350 

3000K / CRI>80

LED CLUSTER 105W / 3000K / 16950lm

1-10V DIM

321 96 9528 ED1 

 B-W / W-W

120-240V / 50-60Hz

  IP20 

 
3 x TC-TSE max.23W
3 x TCA-SE max.23W

321 96 327 

B-W / W-W

E27Ls / 100-240V / 50-60Hz

  IP20

REQUIREMENTS
SUPERDOME RECESSED KIT  321 96 1036 

REQUIREMENTS
SUPERDOME RECESSED KIT  321 96 1036 

 1105x1105x350  /  max.12

321 96 1036

56

1210 1210

Ø1037

SUPERDOME RECESSED KIT
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INTERIOR
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ARCHITECT NICOLAS DERVICHIAN / PROJECT GHELAMCO


	LB13-00-Intro - web
	LB13-01-INT CR 1 - web
	LB13-01-INT CR 2 - web
	LB13-01-INT CR 3 - web
	LB13-01-INT CR 4 - web
	LB13-02-INT CSS 1 - web
	LB13-02-INT CSS 2 - web
	LB13-02-INT CSS 3 - web
	LB13-03-INT WR - web
	LB13-04-INT WS
	LB13-05-INT SA - web
	LB13-06-INT TR - web
	LB13-07-PRO 1 - web
	LB13-07-PRO 2 - web
	LB13-08-EXT CR - web
	LB13-09-EXT CS - web
	LB13-10-EXT WR - web
	LB13-11-EXT WS - web
	LB13-12-EXT FR - web
	LB13-13-EXT FS - web
	LB13-14-TEC-INF-IND - web



